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LEDCOMFO Downlight SLIM is an ultra slim, lightweight downlight product in aesthetically 
stylish design, offering a flexible and stylish alternative to general downlight applications. It 
features in a side-lit light-guide panel technology to fill the offices, homes and hotels with 
more soft,even and comfortable lighting. With powerful LEDs and OSRAM quality, it ensures 
uncompromised performance and reliability out of its slim size.  

LEDCOMFO Downlight SLIM  

FEATURES AND BENEFITS  

● Side-lit LED technology, creating soft and even
   lighting effects, with higher efficacy up to 80lm/W

● Ultra slim, only 17.5mm height, save 75% height
   space, compared with normal downlight

● Unique design from OSRAM, offering more 
   space on trim specially considering square 
   cutting out, offering seamless attachment to the 
   ceiling

● Available for different applications, with full range 
   from 3” to 8” and CCTs

APPLICATION REFERENCE 

● Office 
● Hospitality 
● Shopping malls
● Home 
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SPECIFICATION

DIMENSION DRAWINGS

* The typical data of technical parameters can only reflect statistical figures and do not necessarily correspond to the actual parameters of each single 
product.  Actual lumen output can be varied due to many factors like lamp factor of LED, input current/voltage, thermal conditions, optical tolerance, and even 
measurement tolerance. Therefore the data above is for reference only.  If customers have any specific demand on particular parameters, please contact 
OSRAM sales or marketing staff for advice.

LEDCOMFO DL SLIM SQUARE 3” SQUARE 4” SQUARE 5” SQUARE 6” SQUARE 8”

Optical

CCT 3000K, 4000K, 6000K
CRI >80
SDCM 5 steps

Typical* 
luminous flux

320lm(3000K)
340lm(4000K)
360lm(6000K)

540lm(3000K)
570lm(4000K)
610lm(6000K)

690lm(3000K)
730lm(4000K)
780lm(6000K)

880lm(3000K)
920lm(4000K)
970lm(6000K)

1280lm(3000K)
1350lm(4000K)
1450lm(6000K)

Typical* system 
efficacy (6000K) 72lm/W 75lm/W 78lm/W 80lm/W

Beam angle 110°
Lifetime >25,000hrs@Ta25°, L70

Electrical
Input voltage 220-240VAC, 50/60Hz
Power 5W 8W 10W 12W 18W
Control Instant on/off

Design

Classification IP20, Class II
Dimension 92x92x17.5 117x117x17.5 142x142x17.5 166x166x17.5 216x216x17.5
Weight 110g 160g 240g 300kg 480g
Mounting Recessed mounting
Cutting-out 76x76mm 100x100mm 125x125mm 150x150mm 200x200mm
Material Housing - Anodized Aluminium, grey; Trim frame - Poly-carbonate, white

Standard compliance CB, TISI, CCC
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4” 117mm 117mm 17.5mm 85.5mm 40mm 20mm

5” 142mm 142mm 17.5mm 95mm 44mm 21.7mm

6” 166mm 166mm 17.5mm 95mm 44mm 21.7mm

8” 216mm 216mm 17.5mm 95mm 44mm 21.7mm
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POLAR DIAGRAM

ORDERING CODES

Description Size Wattage CCT pcs/carton Ordering code (EAN)
LEDCOMFO DL SLIM SQ 3IN830 3” 5W 3000K 20 4052899260542 
LEDCOMFO DL SLIM SQ 3IN840 3” 5W 4000K 20 4052899260566 
LEDCOMFO DL SLIM SQ 3IN860 3” 5W 6000K 20 4052899260580 
LEDCOMFO DL SLIM SQ 4IN830 4” 8W 3000K 20 4052899260603 
LEDCOMFO DL SLIM SQ 4IN840 4” 8W 4000K 20 4052899260627 
LEDCOMFO DL SLIM SQ 4IN860 4” 8W 6000K 20 4052899260641 
LEDCOMFO DL SLIM SQ 5IN830 5” 10W 3000K 20 4052899260665 
LEDCOMFO DL SLIM SQ 5IN840 5” 10W 4000K 20 4052899260689 
LEDCOMFO DL SLIM SQ 5IN860 5” 10W 6000K 20 4052899260702 
LEDCOMFO DL SLIM SQ 6IN830 6” 12W 3000K 20 4052899260726 
LEDCOMFO DL SLIM SQ 6IN840 6” 12W 4000K 20 4052899260740 
LEDCOMFO DL SLIM SQ 6IN860 6” 12W 6000K 20 4052899260764 
LEDCOMFO DL SLIM SQ 8IN830 8” 18W 3000K 20 4052899260795 
LEDCOMFO DL SLIM SQ 8IN840 8” 18W 4000K 20 4052899260818 
LEDCOMFO DL SLIM SQ 8IN860 8” 18W 6000K 20 4052899260832 
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