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LEDTOUCH@ Panel is designed with elegant shape, robust structure and cutting edge optical design, offering 

advanced lighting performance, it’s an idea solution for premium area lighting.  

 

 
 
BENEFITS AND FEATURES 
Advanced design  
� Elegant shape, OSRAM advanced PMMA prism 

diffuser  

� Height is less than 12mm 

� Good lighting uniformity, UGR<19 

� Special safety design, ensure drop proof 
 
High Performance 
� High system efficiency ≥100lm/W with best-in-class 

LEDs 

� Support both ON/OFF & DALI Dimming (1%-100%) 
 
Robust  
� 50,000hours lifetime  

� No deformation thanks to 0.6mm steel housing 

 

 

APPLICATIONS 
� Office 

� Hospital 

� School 

� Bank  
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SPECIFICATION 
 
Items 2ft*2ft LP 2ft*2ft  2ft*2ft HP 1ft*4ft 1ft*4ft HP 

Size  597*597mm 297*1197mm 

Height of fixture <12 mm 

Wattage  32W 43W 53W 40W 53W 

Lumen output @4000K 3200lm 4300lm 5300lm 4000lm 5300lm 

System Efficacy ≥100lm/W @ 4000K 

Input Voltage  220-240VAC, 50/60Hz 

CCT 4000K, 6500K 

SDCM(step) <3.5 

CRI >80 

UGR 19, 22 

Beam angle 90D, 100D 

Lifetime 50000hours @ L70 Ta = 25℃  

Operation Temperature -20~40℃ 

Class class II 

THD <10% 

Power Factor >0.95 

Control ON/OFF & DALI (1% - 100%) 

Approbation  CCC, CB, CE. Photo biological safety 

IP Protection IP20 

Flammability F 

Housing 0.6mm steel, White 

Installation Recessed/Suspend/Ceiling 

Environment RoHS 

 
1.) Due to the special conditions of manufacturing processes of LED, the typical data of technical parameters can only reflect statistical 

figures and do not necessarily correspond to the actual parameters of each single product which could differ from the typical data. 
2.) Exceeding maximum ratings for operation voltage will cause hazardous overload and will likely destroy the LED module. 
3.) Exceeding maximum ratings for operation and storage temperature will reduce expected life time or destroy the LED module. 
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PHOTOMETRICS 
(Simulation data) 
 
2ft*2ft LP                                                      2ft*2ft                                                     1ft*4ft 

                   
 
Note:  
� At the beginning stage, simulated photometric is here for lighting designer reference.  
� Due to manufacturing processes of LED, the polar candela distribution and distance luminaries only reflect statistical figures and do 

not necessarily correspond to the actual parameters of individual product that may differ from the typical values.  
 
ORDERING CODES 
(Preliminary without EAN/IC)  
 

Material IC Short text Product description EAN 10 EAN 40 

  LTDH Panel LP 0606 840 LDTH Panel  30W, 2ft*2ft, 4000K     
  LTDH Panel LP 0606 865 LDTH Panel  30W, 2ft*2ft, 6500K     
  LTDH Panel 0606 840 LDTH Panel  40W, 2ft*2ft, 4000K     
  LTDH Panel 0606 865 LDTH Panel  40W, 2ft*2ft, 6500K     
  LTDH PANEL HP 0606 840  LDTH Panel  50W, 2ft*2ft, 4000K     

  LTDH PANEL HP 0606 865  LDTH Panel  50W, 2ft*2ft, 6500K     

  LTDH Panel 0312 840 LDTH Panel  40W, 1ft*4ft, 4000K     
  LTDH Panel 0312 865 LDTH Panel  40W, 1ft*4ft, 6500K     
  LTDH Panel HP 0312 840 LDTH Panel  50W, 1ft*4ft, 4000K     
  LTDH Panel HP 0312 865 LDTH Panel  50W, 1ft*4ft, 6500K     
  LTDH Panel LP 0606 840 DALI LDTH Panel  30W, 2ft*2ft, 4000K, 

DALI     
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  LTDH Panel LP 0606 865 DALI LDTH Panel  30W, 2ft*2ft, 6500K, 
DALI     

  LTDH Panel 0606 840 DALI 
LDTH Panel  40W, 2ft*2ft, 4000K, 
DALI     

  LTDH Panel 0606 865 DALI 
LDTH Panel  40W, 2ft*2ft, 6500K, 
DALI     

  LTDH PANEL HP 0606 840 DALI  LDTH Panel  50W, 2ft*2ft, 4000K, 
DALI     

  LTDH PANEL HP 0606 865 DALI 
LDTH Panel  50W, 2ft*2ft, 6500K, 
DALI     

  LTDH PANEL 0312 840 DALI  LDTH Panel  40W, 1ft*4ft, 4000K, 
DALI     

  LTDH PANEL 0312 865 DALI  
LDTH Panel  40W, 1ft*4ft, 6500K, 
DALI     

  LTDH PANEL HP 0312 840 DALI  LDTH Panel  50W, 2ft*2ft, 4000K, 
DALI     

  LTDH PANEL HP 0312 865 DALI  
LDTH Panel  50W, 2ft*2ft, 6500K, 
DALI     

 
 
 

                                                                              ------ End ------ 


