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Simplitz ® Batten V3
Product Summary

Spec

• 2100lm / 4300lm

• 16 / 16 / 33W

• 130lm/W 

• CCT: 4000K, 6500K 

• On/Off

• CRI  80

• SDCM  4

• 50,000 hrs @ L70 Ta = 25ºC

• IP20

• Surface / Suspended mount

• CB, CCC

• 3 years warranty

High efficiency

Visual comfort

USP

Simplicity

• System efficiency up to 130lm/W

• Compact & Light weight design

• Easy installation

• Direct replacement of previous generation

• No LED hot spot

• No flicker

Reliable

• 50,000 hrs lifepan

• Robust Aluminum housing with good thermal 

management

Flexibility

• 2ft & 4ft

• 16W & 33W

• Surface / Suspended mount

Power 16W 16W 33W

Size 585 mm 1170 mm 1170 mm

Lumen (lm) 2100 lm 2100 lm 4300 lm

Eff. (lm/W) 130 lm/W

CCT 4000K, 6500K
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Simplitz ® Batten V3
Specifications

16W 16W 33W

Lumen (lm) 2,100 @ 4000K 2,100 @ 4000K 4,300 @ 4000K

Efficiency 130lm/W @ 4000K

CCT 4000K, 6500K

CRI >80, R9>0

SDCM 4

Beam Angle 110D

Power Factor 0.9

THD 20%

Surge 1.5KV L-N

Dimensions 585mm ×43mm ×52mm 1170mm ×43mm ×52mm 1170mm ×43mm ×52mm

Weight 0.4kg 0.7kg 0.7kg

Materials Extrusion Aluminum

Mounting method Surface / Suspended mount

Working environment -25℃ ~ +40℃

IK & IP IP20

Lumen Maintenance L70 50,000 hrs @ 25℃
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Simplitz ® Batten V3
Comparison with V2

Brand OSRAM OSRAM

Product name Simpl i tz Batten V3 Simpl i tz Batten II

Price (EUR) * 1 1.1

Luminous flux 2100 / 4300 lm 2100 / 4000 / 4300 lm
Power consumption 

(W)
16 / 33W 19 / 37 / 40W

System efficiency 130 lm/W 110 lm/W

Lifetime (L70/B50) 50,000 h @25°C 50,000 h @25°C

CRI >80 >80

Beam angle 110D 110D

Controls on-off on-off

Surge protection 1.5KV L-N 1.5KV L-N

Ripple current 12% 10%

PF 0.9 0.9

Weight 0.4 / 0.7 kg 0.4 / 0.7kg

Installation Surface /Suspended Surface /Suspended

Material Extrus ion Alu Extrus ion Alu

Ta -25~40°C -25~45°C

Protection IP20 IP20

* List price or ASP or call-l ine, depending on availability. Note: comparability must be ensured.

OSRAM product is better equal worse than competitor product
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Simplitz ® Batten V3

- No hot spot

- No flicker

- Transparent endcap 

- Streamlined profile

- Extrusion housing

- Direct replacement of V2

- Up to 130lm/W

- 50,000 hrs lumen 

maintenance

- Different lumen package

- Different length

- Different installation
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Simplitz ® Batten V3
Benchmarking

Brand OSRAM OSRAM NEC

Product name Simpl i tz Batten V3 BN208C NDL475/476

Price (EUR) * 1 1.1 0.7

Luminous flux 2100 / 4300 lm 1100 ~ 6500 lm 2200 ~ 4400 lm
Power consumption 

(W)
16 / 33W 10 ~ 55W 30 ~ 60W

System efficiency 130 lm/W 110 ~ 130 lm/W 80 lm/W

Lifetime (L70/B50) 50,000 h @25°C 50,000 h @25°C 8,000 h @25°C

CRI >80 >80 >80

Beam angle 110D Different optics 110D

Controls on-off on-off on-off

Surge protection 1.5KV L-N No info No info

Ripple current 12% No info No info

PF 0.9 0.9 0.9

Weight 0.4 / 0.7 kg No info No info

Installation Surface /Suspended Surface /Suspended Surface /Suspended

Material Extrus ion Alu Steel Steel

Ta -25~40°C -25~40°C -25~40°C

Protection IP20 IP20 IP20

* List price or ASP or call-l ine, depending on availability. Note: comparability must be ensured.

OSRAM product is better equal worse than competitor product
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Product Availability
Configuration Table

Configuration

Product Family Product Category Wattage CRI CCT Length Control

Simplitz® Batten 16W 80 2700K“ 1200mm On/Off

33W 3000K* 600mm DALI*

4000K

5700K*

6500K

Configuration Table

Product creation/certificates scope: all the products in the configuration table

IC Codes: Only selected to be released in the system

Others: Create smart codes according to project request

• *: able to be customized, and please contact PM directly 
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Product Availability
Customization Possibility

Customization Possibility via Smart Codes

What Current Possibility
Certification 

Available
How

CCT 4000K / 6500K 2700K / 3000K / 5700K Yes Lumen output will be changed by CCT

Price will increase certain percentage depends on QTY and MOQ of 

LEDs

Control On/Off DALI No PSU changed

Price will increase
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Simplitz ® Batten V3
IC Description

SIM BTN 33W 840 L1200 DALI SL V3

Simplitz Product name

Batten

Power

Ra 80

CCT 4000K

CCT 6500K Length

1200mm Control

On/Off

DALI

Version

3

Housing color

Silver
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Simplitz ® Batten V3
Ordering Code

IC EAN10 EAN40 Short Text

AM275970055 4062172049771 4062172048088 SIM BTN 16W 840 L600 SL V3 20X1 OSRAM

AM275980055 4062172049788 4062172048095 SIM BTN 16W 865 L600 SL V3 20X1 OSRAM

AM275950055 4062172049757 4062172048064 SIM BTN 16W 840 L1200 SL V3 20X1 OSRAM

AM275960055 4062172049764 4062172048071 SIM BTN 16W 865 L1200 SL V3 20X1 OSRAM

AM275990055 4062172049795 4062172048040 SIM BTN 33W 840 L1200 SL V3 20X1 OSRAM

AM275940055 4062172049740 4062172048057 SIM BTN 33W 865 L1200 SL V3 20X1 OSRAM
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Simplitz ® Batten V3
Installation Guide
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Go to MKT
Sales & Marketing Tools

Simplitz® Batten V3

Website

• Flyers/Drawings/Data Sheet 
uploaded

Mobile app

• Flyers/Data 
sheet uploaded

Flyer

Brochure

Sharepoint location: click here

file://int.osram-light.com/net-hko/Department/LSAPAC/Marketing_and_Strategy/Product_Information
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Q Is DALI version available?

A Not in standard portfolio, but can be customized; or in extend version if we have reasonable business case.

Q Can we have higher lumen output for high ceiling application?

A Not in standard portfolio, but can be customized; or in extend version if we have reasonable business case.

Q Why 4000lm version was removed comparing with GII?

A According to the sales record, 4000lm version was seldom sold, thus we removed 4000lm to streamline the portfolio.

Frequently Asked Questions
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Light for a Better World

For more question, please contact

Work: (+86) 755 33224911

Mobile: (+86) 13926413860

E-mail: xiao.wang@osram.com

mailto:xiao.wang@osram.com

