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OLUX® LED Linear Wall Washer
Datasheet

Benefits
Superior performance in compact luminaire

Lumen up to 5480lm•	
Efficacy up to 107 lm/W•	
Extra narrow, asymmetric and wide beam angles to •	
achieve even and brilliant lighting effect for different 
applications

IP65 protection
Robust IP65 housing equipped with a IP65 water •	
proof connector for daisy chain connection

Long lifetime
50,000hrs lifetime•	

Easy and flexible installation
90° adjustable mounting bracket•	

Dimming capability
Optional 1-10V dimmable•	

OLUX® LED Linear Wall Washer is a cost effective, slim profile, high brightness luminaire for high 
power usage demand. The series features excellent light output in a compact luminaire with 
built-in power supply. OLUX® LED Linear Wall Washer are available in four lengths, four color 
temperatures and three beam angles to achieve even and brilliant lighting effect for different 
applications from building façades to area illuminations.

Applications
Building façades•	
Landscape lightings•	
General outdoor area illuminations•	
Shop front lightings•	
Outdoor advertising board illuminations•	
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OLUX® LED Linear Wall Washer

Optical Specifications
1ft 2ft 3ft 4ft

Luminous 
Flux

2700K 840 lm 1680 lm 2520 lm 3360 lm

3000K 970 lm 1940 lm 2910 lm 3880 lm

4000K 1270 lm 2540 lm 3810 lm 5080 lm

5700K 1370 lm 2740 lm 4110 lm 5480 lm

Efficacy 2700K 60 lm/W 62 lm/W 65 lm/W 66 lm/W

3000K 69 lm/W 72 lm/W 75 lm/W 76 lm/W

4000K 90 lm/W 94 lm/W 98 lm/W 100 lm/W

5700K 98 lm/W 101 lm/W 105 lm/W 107 lm/W

CCT 2700K, 3000K, 4000K, 5700K

CRI 2700K
3000K

>80

4000K
5700K

>70

Beam Angle 34° × 12°, 12° × 12°, 50° × 50°

Technical Data

Electrical and Mechanical Specifications
Input Voltage 220-240V AC 50/60Hz

Power Consumption 14W 27W 39W 51W

Power Factor >0.9

ESD Protection Contact 4KV, air 8KV

Surge 
Protection

Non-
dimmable

Line-to-line 1KV, line-to-ground 2KV

Dimmable Line-to-line 2KV, line-to-ground 4KV

Dimensions
(L × W × H)

320mm × 47mm × 
50mm

600mm × 47mm × 
50mm

900mm × 47mm × 
50mm

1200mm × 47mm 
× 50mm

Weight 1.5kg 2kg 2.5kg 3kg

Cover Lens Cover: glass, lens: PMMA

Housing Aluminium, gray powder coating

System Specifications
Power AC line

Dimmable ON/OFF, 1-10V dimming 

Max. Inter-
connection

Non-
dimmable

60pcs 40pcs 30pcs 20pcs

Dimmable 50pcs 40pcs 30pcs 20pcs

Operating Temperature −25°C to +50°C

Storage Temperature −30°C to +85°C

Adjustment Option +90° tilt

Environment Outdoor (IP65)

Lumen Maintenance L70 @25°C - 50,000hrs

Safety Approval Electrical Protection Class I, CB, CE, CQC

Due to the special conditions of manufacturing process of LED, the typical data of technical parameters can only reflect statistical figures and do not necessarily correspond to the actual 
parameters of each single product which could differ from typical data.

Exceeding maximum ratings for operation voltage will cause hazardous overload and will likely destroy the LED module.

Exceeding maximum ratings for operation and storage temperature will reduce expected life time or destroy the LED module.
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OLUX® LED Linear Wall Washer

Dimensions
1ft 2ft 3ft 4ft

L 320mm 600mm 900mm 1200mm

W 47mm

H 50mm

H1 98mm

Dimensions

WL H

L W H

H1

H1

WL H

L W H

H1

H1

Non-dimmable

Dimmable

Wire Color

L Brown 1

Power 
Input

N Blue 2

Green / 
Yellow

3

+ White + Dimming 
Input− Black

Wire Color

L Brown 1

Power 
Input

N Blue 2

Green / 
Yellow

3
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OLUX® LED Linear Wall Washer
Photometrics
Light Distribution Curve

Illuminance at a distance

6000

0˚30˚ 30˚

60˚ 60˚

90˚90˚

120˚ 120˚180˚

cd/klm

4000

2000

Center Beam Lux/klm Beam Width

For feet multiply by 3.28 For fc divide by 10.7

0.5m

1m

1.5m

2m

2.5m

3m

18239

4560

2027

1140

730

507

HV

0.31m

0.62m

0.93m

1.24m

1.55m

1.86m

0.11m

0.23m

0.34m

0.46m

0.57m

0.68m

Horiz.Spread: 34.4°

Vert.Spread: 13.0°

34° × 12°

Due to the manufacturing processes of LED, the polar candela distribution and distance luminaries only reflect statistical figures and do not necessarily correspond to the actual parameters of 
individual product that may differ from the typical values.

Light Distribution Curve

Illuminance at a distance
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800
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For feet multiply by 3.28 For fc divide by 10.7
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0.46m
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Horiz.Spread: 49.2°

Vert.Spread: 48.6°

50° × 50° 

12000
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Horiz.Spread: 12.4°

Vert.Spread: 12.4°

12° × 12°
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OLUX® LED Linear Wall Washer

Fixture (Non-dimmable)
Short Text Beam Angle Power CCT EAN40

LED LINEAR L12X12 14W 827ND 12° × 12° 14W 2700K 4052899096226 

LED LINEAR L12X12 14W 830ND 12° × 12° 14W 3000K 4052899096585

LED LINEAR L12X12 14W 740ND 12° × 12° 14W 4000K 4052899096646

LED LINEAR L12X12 14W 757ND 12° × 12° 14W 5700K 4052899096752

LED LINEAR L34X12 14W 827ND 34° × 12° 14W 2700K 4052899096844

LED LINEAR L34X12 14W 830ND 34° × 12° 14W 3000K 4052899096882

LED LINEAR L34X12 14W 740ND 34° × 12° 14W 4000K 4052899096929

LED LINEAR L34X12 14W 757ND 34° × 12° 14W 5700K 4052899097032

LED LINEAR L50X50 14W 827ND 50° × 50° 14W 2700K 4052899097148

LED LINEAR L50X50 14W 830ND 50° × 50° 14W 3000K 4052899097209

LED LINEAR L50X50 14W 740ND 50° × 50° 14W 4000K 4052899097247

LED LINEAR L50X50 14W 757ND 50° × 50° 14W 5700K 4052899097346

LED LINEAR L12X12 27W 827ND 12° × 12° 27W 2700K 4052899104044

LED LINEAR L12X12 27W 830ND 12° × 12° 27W 3000K 4052899104082

LED LINEAR L12X12 27W 740ND 12° × 12° 27W 4000K 4052899104129

LED LINEAR L12X12 27W 757ND 12° × 12° 27W 5700K 4052899104204

LED LINEAR L34X12 27W 827ND 34° × 12° 27W 2700K 4052899104266

LED LINEAR L34X12 27W 830ND 34° × 12° 27W 3000K 4052899104303

LED LINEAR L34X12 27W 740ND 34° × 12° 27W 4000K 4052899104358

LED LINEAR L34X12 27W 757ND 34° × 12° 27W 5700K 4052899104433

LED LINEAR L50X50 27W 827ND 50° × 50° 27W 2700K 4052899104495

LED LINEAR L50X50 27W 830ND 50° × 50° 27W 3000K 4052899104532

LED LINEAR L50X50 27W 740ND 50° × 50° 27W 4000K 4052899104570

LED LINEAR L50X50 27W 757ND 50° × 50° 27W 5700K 4052899104655

LED LINEAR L12X12 39W 827ND 12° × 12° 39W 2700K 4052899103481

LED LINEAR L12X12 39W 830ND 12° × 12° 39W 3000K 4052899103528

LED LINEAR L12X12 39W 740ND 12° × 12° 39W 4000K 4052899103566

LED LINEAR L12X12 39W 757ND 12° × 12° 39W 5700K 4052899103641

LED LINEAR L34X12 39W 827ND 34° × 12° 39W 2700K 4052899105256

LED LINEAR L34X12 39W 830ND 34° × 12° 39W 3000K 4052899105492

LED LINEAR L34X12 39W 740ND 34° × 12° 39W 4000K 4052899105539

LED LINEAR L34X12 39W 757ND 34° × 12° 39W 5700K 4052899105614

LED LINEAR L50X50 39W 827ND 50° × 50° 39W 2700K 4052899105690

LED LINEAR L50X59 39W 830ND 50° × 50° 39W 3000K 4052899105737

LED LINEAR L50X50 39W 740ND 50° × 50° 39W 4000K 4052899105775

LED LINEAR L50X50 39W 757ND 50° × 50° 39W 5700K 4052899105874

Ordering Codes

Shipping Unit: 4
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OLUX® LED Linear Wall Washer

Fixture (Non-dimmable)
Short Text Beam Angle Power CCT EAN40

LED LINEAR L12X12 51W 827ND 12° × 12° 51W 2700K 4052899106079

LED LINEAR L12X12 51W 830ND 12° × 12° 51W 3000K 4052899106116

LED LINEAR L12X12 51W 740ND 12° × 12° 51W 4000K 4052899106154

LED LINEAR L12X12 51W 757ND 12° × 12° 51W 5700K 4052899106239

LED LINEAR L34X12 51W 827ND 34° × 12° 51W 2700K 4052899106291

LED LINEAR L34X12 51W 830ND 34° × 12° 51W 3000K 4052899106338

LED LINEAR L34X12 51W 740ND 34° × 12° 51W 4000K 4052899106376

LED LINEAR L34X12 51W 757ND 34° × 12° 51W 5700K 4052899106451

LED LINEAR L50X50 51W 827ND 50° × 50° 51W 2700K 4052899106512

LED LINEAR L50X50 51W 830ND 50° × 50° 51W 3000K 4052899106550

LED LINEAR L50X50 51W 740ND 50° × 50° 51W 4000K 4052899106628

LED LINEAR L50X50 51W 757ND 50° × 50° 51W 5700K 4052899106703

Ordering Codes

Fixture (Dimmable)
Short Text Beam Angle Power CCT EAN40

LED LINEAR L12X12 14W 827 DIM 12° × 12° 14W 2700K 4052899160491

LED LINEAR L12X12 14W 830 DIM 12° × 12° 14W 3000K 4052899160552

LED LINEAR L12X12 14W 740 DIM 12° × 12° 14W 4000K 4052899160590

LED LINEAR L12X12 14W 757 DIM 12° × 12° 14W 5700K 4052899160712

LED LINEAR L34X12 14W 827 DIM 34° × 12° 14W 2700K 4052899160859

LED LINEAR L34X12 14W 830 DIM 34° × 12° 14W 3000K 4052899160910

LED LINEAR L34X12 14W 740 DIM 34° × 12° 14W 4000K 4052899161139

LED LINEAR L34X12 14W 757 DIM 34° × 12° 14W 5700K 4052899162297

LED LINEAR L50X50 14W 827 DIM 50° × 50° 14W 2700K 4052899162358

LED LINEAR L50X50 14W 830 DIM 50° × 50° 14W 3000K 4052899162396

LED LINEAR L50X50 14W 740 DIM 50° × 50° 14W 4000K 4052899162433

LED LINEAR L50X50 14W 757 DIM 50° × 50° 14W 5700K 4052899162518

LED LINEAR L12X12 27W 827 DIM 12° × 12° 27W 2700K 4052899162570

LED LINEAR L12X12 27W 830 DIM 12° × 12° 27W 3000K 4052899162617

LED LINEAR L12X12 27W 740 DIM 12° × 12° 27W 4000K 4052899162655

LED LINEAR L12X12 27W 757 DIM 12° × 12° 27W 5700K 4052899162730

LED LINEAR L34X12 27W 827 DIM 34° × 12° 27W 2700K 4052899162792

LED LINEAR L34X12 27W 830 DIM 34° × 12° 27W 3000K 4052899162839

LED LINEAR L34X12 27W 740 DIM 34° × 12° 27W 4000K 4052899162877

LED LINEAR L34X12 27W 757 DIM 34° × 12° 27W 5700K 4052899162952

LED LINEAR L50X50 27W 827 DIM 50° × 50° 27W 2700K 4052899163058

LED LINEAR L50X50 27W 830 DIM 50° × 50° 27W 3000K 4052899163133

LED LINEAR L50X50 27W 740 DIM 50° × 50° 27W 4000K 4052899163218

LED LINEAR L50X50 27W 757 DIM 50° × 50° 27W 5700K 4052899163331

Shipping Unit: 4

Shipping Unit: 4
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OLUX® LED Linear Wall Washer

Fixture (Dimmable)
Short Text Beam Angle Power CCT EAN40

LED LINEAR L12X12 39W 827 DIM 12° × 12° 39W 2700K 4052899160354

LED LINEAR L12X12 39W 830 DIM 12° × 12° 39W 3000K 4052899160415

LED LINEAR L12X12 39W 740 DIM 12° × 12° 39W 4000K 4052899160477

LED LINEAR L12X12 39W 757 DIM 12° × 12° 39W 5700K 4052899160736

LED LINEAR L34X12 39W 827 DIM 34° × 12° 39W 2700K 4052899160835

LED LINEAR L34X12 39W 830 DIM 34° × 12° 39W 3000K 4052899160934

LED LINEAR L34X12 39W 740 DIM 34° × 12° 39W 4000K 4052899160972

LED LINEAR L34X12 39W 757 DIM 34° × 12° 39W 5700K 4052899161054

LED LINEAR L50X50 39W 827 DIM 50° × 50° 39W 2700K 4052899161153

LED LINEAR L50X50 39W 830 DIM 50° × 50° 39W 3000K 4052899160378

LED LINEAR L50X50 39W 740 DIM 50° × 50° 39W 4000K 4052899163010

LED LINEAR L50X50 39W 757 DIM 50° × 50° 39W 5700K 4052899163195

LED LINEAR L12X12 51W 827 DIM 12° × 12° 51W 2700K 4052899160439

LED LINEAR L12X12 51W 830 DIM 12° × 12° 51W 3000K 4052899163416

LED LINEAR L12X12 51W 740 DIM 12° × 12° 51W 4000K 4052899163737

LED LINEAR L12X12 51W 757 DIM 12° × 12° 51W 5700K 4052899163812

LED LINEAR L34X12 51W 827 DIM 34° × 12° 51W 2700K 4052899163874

LED LINEAR L34X12 51W 830 DIM 34° × 12° 51W 3000K 4052899163911

LED LINEAR L34X12 51W 740 DIM 34° × 12° 51W 4000K 4052899163959

LED LINEAR L34X12 51W 757 DIM 34° × 12° 51W 5700K 4052899164031

LED LINEAR L50X50 51W 827 DIM 50° × 50° 51W 2700K 4052899164093

LED LINEAR L50X50 51W 830 DIM 50° × 50° 51W 3000K 4052899164130

LED LINEAR L50X50 51W 740 DIM 50° × 50° 51W 4000K 4052899164178

LED LINEAR L50X50 51W 757 DIM 50° × 50° 51W 5700K 4052899164253

Ordering Codes

Accessories
Short Text EAN40

LED LINEAR INPUT POWER WIRE 4052899136342

LED LINEAR ENDS POWER WIRE 1M 4052899136267

LED LINEAR ENDS POWER WIRE 5M 4052899136281

LED LINEAR SHELTER 320MM 4052899136182

LED LINEAR SHELTER 600MM 4052899136205

LED LINEAR SHELTER 900MM 4052899136229

LED LINEAR SHELTER 1200MM 4052899136243

Accessories (Dimmable)
Short Text EAN40

LED LINEAR INPUT DIMMING WIRE 4052899136366

LED LINEAR ENDS DIMMING WIRE1M 4052899136304

LED LINEAR ENDS DIMMING WIRE5M 4052899136328

Shipping Unit: 4


