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SIMPLITZ BATTEN II   
Data Sheet 
  

 
 

SIMPLITZ Batten II, upgraded version on SIMPLITZ Batten, up to 110lm/W, which is the perfect replacement  
for T5/T8 traditional batten with more than 50% energy saving. It offer 50000hrs lifetime with stable quality  
on compact ID design, meanwhile, the competitive price reduce the running cost by the maintenance-free  
reliability and minimize the payback time. In addition, the full size and different kinds of installation can provide  
flexible solution for all the application areas, like retail stores, supermarket, etc.  
 

 
FEATURES 

Simplicity 

 Compact and sleek integral design 

 Integrated power supply unit  

 Direct replacement for FL fixtures with better 

performance 

Efficiency 

 Up to 110lm/W, more than 50% energy saving 

 Easy installation, maintenance-free 

Reliability 

 50K hours lifespan 

 Robust Aluminum housing with good thermal 

management 

Flexibility 

 585mm/1170mm 

 40W/37W/19W 

 Surfaced mounted and suspended 

 

 

 

 

 

APPLICATIONS 
 
 Hypermarket, retail store 

 Shopping Malls 

 Storage, warehouse 

 Subway 
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SPECIFICATION 
Parameter 4300lm 1170mm 4000lm 1170mm 2000lm 1170mm 2000lm 585mm 

Power (typ.) 40W 37W 19W 19W 

Lumens (lm) 4300lm 4000lm 2100lm 2100lm 

Beam Angle 110º 110º 110º 110º 

Efficacy (6000k) 108lm/W 110lm/W 110lm/W 110lm/W 

CCT (K) 
4000K 
6500K 

4000K 
6500K 

4000K 
6500K 

4000K 
6500K 

CRI 80 80 80 80 

SDCM <4 <4 <4 <4 

Dimension (mm) 1170mm×43mm×52mm 1170mm×43mm×52mm 1170mm×43mm×52mm 585mm×43mm×52mm 

Installation Surface mounted / Suspended 

Input Voltage 220~240VAC 50/60Hz 

Power Factor 0.95 

Body Material 
Aluminum Body, 

Diffuser cover: PC 

Ambient (ºC) -25 … 45ºC (Ta in free air) 

Storage (ºC) -20 … 80ºC 

IP Rating IP20 

Classification Class I 

Lifetime (L70, Ta 
@ 25ºC) 

50KHours 

Approval Standard 
IEC 60598-1, IEC 60598-2-2, IEC 61347-1, IEC 61347-2-13, IEC 62471, IEC/TR 62471-2, 

CISPR 15, IEC 61547, IEC 61000-3-2, Glow Wire Test (650C) 

Approval Mark CB, CCC, CE, TISI 

Environment RoHS 

 
 
1.) Due to the special conditions of manufacturing processes of LED, the typical data of technical parameters can only reflect statistical 

figures and do not necessarily correspond to the actual parameters of each single product which could differ from the typical data. 
2.) Exceeding maximum ratings for operation voltage will cause hazardous overload and will likely destroy the LED module. 
3.) Exceeding maximum ratings for operation and storage temperature will reduce expected life time or destroy the LED module. 
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DIMMENSION DRAWINGS 
 

 
                                                                                                                     

 
                         

IC Short text L D 
External cable 

length 

SIMPLITZ BTN II 1170A 840 VS20 OSRAM 1170mm 700~800mm 250mm 

SIMPLITZ BTN II 1170A 865 VS20 OSRAM 1170mm 700~800mm 250mm 

SIMPLITZ BTN II 1170B 840 VS20 OSRAM 1170mm 700~800mm 250mm 

SIMPLITZ BTN II 1170B 865 VS20 OSRAM 1170mm 700~800mm 250mm 

SIMPLITZ BTN II 1170C 840 VS20 OSRAM 1170mm 700~800mm 250mm 

SIMPLITZ BTN II 1170C 865 VS20 OSRAM 1170mm 700~800mm 250mm 

SIMPLITZ BTN II 585C 840 VS20 OSRAM 585mm 400~500mm 250mm 

SIMPLITZ BTN II 585C 865 VS20 OSRAM 585mm 400~500mm 250mm 
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PHOTOMETRICS 
                                                                               
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                          40W 1170mm                                                                                                   37W 1170mm 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                          19W 1170mm                                                                                                      19W 585mm 

 
 
 
Note: Due to manufacturing processes of LED, the polar candela distribution and distance luminance only reflect statistical figures and do 
not necessarily correspond to the actual parameters of individual product that may differ from the typical values.  
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ORDERING CODES 

Material IC Short text Product description EAN 40 

AB432650055 SIMPLITZ BTN II 1170A 840 VS20 OSRAM 1170mm 40W 4000K 4052899387515 

AB432630055 SIMPLITZ BTN II 1170A 865 VS20 OSRAM 1170mm 40W 6500K 4052899387522 

AB432640055 SIMPLITZ BTN II 1170B 840 VS20 OSRAM 1170mm 37W 4000K 4052899387539 

AB432700055 SIMPLITZ BTN II 1170B 865 VS20 OSRAM 1170mm 37W 6500K 4052899387546 

AB432670055 SIMPLITZ BTN II 1170C 840 VS20 OSRAM 1170mm 19W 4000K 4052899387553 

AB432660055 SIMPLITZ BTN II 1170C 865 VS20 OSRAM 1170mm 19W 6500K 4052899387560 

AB432680055 SIMPLITZ BTN II 585C 840 VS20 OSRAM 585mm 19W 4000K 4052899387577 

AB432690055 SIMPLITZ BTN II 585C 865 VS20 OSRAM 585mm 19W 6500K 4052899387584 
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