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Circuit breaker, ComPacT
NSX100N, 50kA/415VAC, 3 poles,
TMD trip unit 16A
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C10N3TMO016

Main

Range ComPacT

Product name ComPacT NSX

Device short name NSX100N

Product or component type Circuit breaker

Device application Distribution

Poles description 3P

Protected poles description 3D

[In] rated current 16 A at40 °C

[Ue] rated operational voltage 690 V AC 50/60 Hz

Network type AC

Network frequency 50/60 Hz

Suitability for isolation Yes conforming to EN/IEC 60947-2

Utilisation category Category A

Breaking capacity 90 kA Icu at 220/240 V AC 50/60 Hz conforming to IEC 60947-2
50 kA Icu at 380/415 V AC 50/60 Hz conforming to IEC 60947-2
50 kA Icu at 440 V AC 50/60 Hz conforming to IEC 60947-2
36 kA Icu at 500 V AC 50/60 Hz conforming to IEC 60947-2
35 kA Icu at 525 V AC 50/60 Hz conforming to IEC 60947-2
10 kA Icu at 660/690 V AC 50/60 Hz conforming to IEC 60947-2
85 kA Icu at 240 V AC 50/60 Hz conforming to UL 60947-4-1
50 kA Icu at 480 V AC 50/60 Hz conforming to UL 60947-4-1
10 kA Icu at 600 V AC 50/60 Hz conforming to UL 60947-4-1

Breaking capacity code N 50 kA 415V AC

Trip unit name TM-D

Trip unit technology Thermal-magnetic

Trip unit protection functions LI

Control type Toggle

Circuit breaker mounting mode Fixed

Complementary

[Ui] rated insulation voltage 800 V AC 50/60 Hz

[Uimp] rated impulse withstand 8 kV

voltage

[les] rfated service breaking 90 kA at 220/240 V AC 50/60 Hz conforming to IEC 60947-2

capacity 50 kA at 380/415 V AC 50/60 Hz conforming to IEC 60947-2

50 kA at 440 V AC 50/60 Hz conforming to IEC 60947-2
36 kA at 500 V AC 50/60 Hz conforming to IEC 60947-2
35 kA at 525 V AC 50/60 Hz conforming to IEC 60947-2
10 kA at 660/690 V AC 50/60 Hz conforming to IEC 60947-2

2 thg 10, 2026 Schneider

Electric



Mechanical durability

50000 cycles

Electrical durability

50000 cycles at 440 V In/2
30000 cycles at 440 V In
20000 cycles at 690 V In/2
10000 cycles at 690 V In

Power dissipation per pole

292w

Mounting support

Backplate

Mounting position

Horizontal and vertical
Flat on the back

Upside connection Front
Downside connection Front
Connection pitch 35 mm

Protection type

L : for overload protection (thermal)
| : for short-circuit protection (magnetic)

Trip unit rating 16 Aat40°C
Long-time pick-up adjustment Adjustable
type Ir (thermal protection)

[Ir] long-time protection pick-up 0.7..1xIn
adjustment range

Long-time protection delay Fixed

adjustment type tr

[tr] long-time delay adjustment

120...400s at1.5x In

range 15sat6xIr
Instantaneous protection pick-up  Fixed
adjustment type li

[1i] instantaneous protection pick- 190 A

up adjustment range

Earth-leakage protection Without
Number of slots 5 slot(s)
Width (W) 105 mm
Height (H) 161 mm
Depth (D) 86 mm

Net weight 2.05 kg
Environment

Standards EN/IEC 60947-2

Overvoltage category

Electrical shock protection class

Class Il on front face

Pollution degree

3 conforming to IEC 60664-1

IP degree of protection

IP40 conforming to IEC 60529

IK degree of protection

IKO7 conforming to IEC 62262

Ambient air temperature for -25...70 °C
operation

Ambient air temperature for -50...85 °C
storage

Relative humidity 0...95 %

Operating altitude

Packing Units

0...2000 m without derating
2000 m...5000 m with derating

Unit Type of Package 1

PCE
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Number of Units in Package 1

Package 1 Height 14.200 cm
Package 1 Width 11.500 cm
Package 1 Length 19.400 cm
Package 1 Weight 1.830 kg
Unit Type of Package 2 S03
Number of Units in Package 2 7
Package 2 Height 30.000 cm
Package 2 Width 30.000 cm
Package 2 Length 40.000 cm
Package 2 Weight 13.182 kg

Contractual warranty

Warranty (in months)
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'- Environmental Data

Schneider Electric nhdm dén viéc dat dugc vi tri Net Zero vao n&m 2050 thdng qua cac quan hé ddi tac chudi cung ting, giam vat liéu tac
ddng va sy tuan hoan thdng qua chién dich "Use Better, Use Longer, Use Again" dang di&n ra clia chung toi d& kéo dai tudi tho san

ph&m va kha nang tai ché.
Dii liéu méi trudng da gidi thich >
Céach chuing téi danh gia tinh bén vitng ctia san pham >
@ Anh hudng mai trudng
Total lifecycle Carbon footprint
Carbon footprint of the manufacturing phase [A1 to A3]
Carbon footprint of the distribution phase [A4]
Carbon footprint of the installation phase [A5]
Carbon footprint of the use phase [B2, B3, B4, B6]
Carbon footprint of the end-of-life phase [C1 to C4]

Environmental Disclosure

Use Better

61 kg CO2 eq.

10 kg CO2 eq.

0.5 kg CO2 eq.

0.2 kg CO2 eq.

47 kg CO2 eq.

3 kg CO2 eq.

Product Environmental Profile

< Vat liéu va Bao bi
Packaging made with recycled cardboard
Packaging without single use plastic
SCIP Number
EU RoHS Directive

REACh Regulation

Halogen-free status

3874e08b-fch8-4aa9-87c4-d36abebf2833

Compliant By Exemption

Reference contains Substances of Very High Concern
above the threshold

Product contains halogen above thresholds

PVC free Yes
Use Again
© Péng goi lai va tai san xuat

Recyclability potential, in % 54

End of life manual availability

Take-back

WEEE Label

End of Life Information

No

The product must be disposed on European Union markets
following specific waste collection and never end up in
rubbish bins
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